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Technische Spezifikationen

INTER-GAS

WITH LEVER

Kugelhahn aus C-Stahl ASTM A105 fur Erdgas
Installation, Anschweissenden, nach UNI 9734 und EN
13774 Vorschriften, mit Handhebel.
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1" 25 70600006 83,5 174
1"1/4 32 70600007 86 174
1"1/2 40 70600008 106 250
2" 50 70600010 116,5 250
2"1/2 65 70600012 135,5 381
3" 80 70600014 146,5 381
4" 100 70600018 165 381

Epoxy painting 100 micron thick.



Ersatzteile

® FLUGELGRIFF

RI2028
RI2028
RI12028
RI2028

@® DICHTUNGEN
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AISI 430
AISI 430
AISI 430
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PTFE VETRO - GLASS FILLED PTFE
PTFE VETRO - GLASS FILLED PTFE
PTFE VETRO - GLASS FILLED PTFE
PTFE VETRO - GLASS FILLED PTFE
PTFE VETRO - GLASS FILLED PTFE
PTFE VETRO - GLASS FILLED PTFE
PTFE VETRO - GLASS FILLED PTFE
PTFE VETRO - GLASS FILLED PTFE
PTFE VETRO - GLASS FILLED PTFE
PTFE VETRO - GLASS FILLED PTFE
PTFE VETRO - GLASS FILLED PTFE
PTFE VETRO - GLASS FILLED PTFE

PTFE CARBOGRAFITE -
PTFE CARBOGRAFITE -
PTFE CARBOGRAFITE -
PTFE CARBOGRAFITE -
PTFE CARBOGRAFITE -
PTFE CARBOGRAFITE -
PTFE CARBOGRAFITE -
PTFE CARBOGRAFITE -
PTFE CARBOGRAFITE -
PTFE CARBOGRAFITE -
PTFE CARBOGRAFITE -
PTFE CARBOGRAFITE -

CARBON FILLED PTFE
CARBON FILLED PTFE
CARBON FILLED PTFE
CARBON FILLED PTFE
CARBON FILLED PTFE
CARBON FILLED PTFE
CARBON FILLED PTFE
CARBON FILLED PTFE
CARBON FILLED PTFE
CARBON FILLED PTFE
CARBON FILLED PTFE
CARBON FILLED PTFE

@® SPINDEL ANTISTATISCHE AUSFUHRUNG

00401000003
00401000003
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00401000003
00405000029
00406000011
00406000011
00408000010
00408000010
00412000021
00412000021
00418000006

AISI 316
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